Installation Instructions

YL 4700

Installation ou de montage

WARNING Risk of fire or electric shock. The installation requires knowledge of fluorescent lighting fixture electrical systems. If not qualified, do not attempt installation.
Contact a qualified electrician.
1. To ensure the success of the installation, be sure to read these instructions and review the diagram thoroughly before beginning.
2. All electrical connections must be in accordance with local codes, ordinances or the National Electrical Code. If you are unfamiliar with methods of installing electrical wiring, secure the services of a qualified licensed
electrician.
3. Before starting the installation, disconnect the power by turning off the circuit breaker or by removing the fuse at the fuse box. Turning the power off using the light switch is not sufficient to prevent electrical shock.
NOTE: The important safeguards and instructions appearing in this manual are not meant to cover all possible conditions and situations that may occur. It must be understood that common sense, caution and care are
factors which cannot be built into any product. These factors must be supplied by the person(s) caring for and operating the fixture.
Wire the luminaire following the wiring diagram on the driver. Use U.L. Listed wire connectors suitable for the size, type and number of conductors. No loose strands or loose wires should be present. Secure the wire
connectors with U.L. listed electrical tape and wire nuts.

Use bar hanger for
hard lid ceilings.
(T-bar ceiling shown.)
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Secure frame
to T-bar grid
with wire.
Cut 21.5” hole in
ceiling material.

Loosen two screws on both
sides of frame to adjust
overhead bracket.
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4

Align bottom bracket tab until
flush with ceiling.
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Remove thumb screws around
LED base.

JAN 2016

Align shade holes with posts
and attach with the thumb
screws. Ensure shade flange
is flush with ceiling. If not,
re-adjust overhead bracket.

