
Mount Instructions
Installation ou de montageDOS CURVEDOS CURVE

Feed lamp cord through 

threaded nipple and back 

plate. Use provided O-rings  

or cable ties to run cord along 

side aircraft cables.

Make connections* in 

J-box to remote driver.

Connecting lamp cord 

to line voltage voids 

warranty.

*(may be up to 5 - see wiring below)

Attach backplate  

to 3” mud ring 

(by others)

Attach canopy to 

backplate with  

AC cable  

gripper base.

Insert 1/16” aircraft 

cable into gripper, 

reinsert gripper into 

gripper base.

Press both ends tightly together and 

secure set screw with hex wrench.
Remote driver housing has options for bar hangers for mount above 

suspended ceilings. Drivers must remain accessible after �nished installation. 

Multiple driver housings must be spaced minimun 4 inches apart.  

Connect J-box to Driver housing with conduit (by others).

Dos wiring: 

(Static White):

Driver One:   Red to DC positive
    Blue to DC negative 

Driver Two:   Red/White to DC positive
    Blue/White to DC negative
Dimming:
Standard (0-10V): 
Purple and Pink wires from driver to 0-10V dimmer. Cap if unused.
Lutron EcoSystem: Purple and Purple/White wires from driver to dimmer.
DMX: orange/white (DMX in+), orange (DMX in-), brown (DMX in shield) from controller to driver.
Dali: orange/white (DA+), orange (DA-) from controller to driver.

(RGBW):

Group 1 (red+) to red wire
Group 2 (green+) to green wire
Group 3 (blue+) to blue wire
Group 4 (yellow+) to white wire
Group 1-4 GND (black-) to black wires (common-) to blue(-) on power supply.

}

}

Feed aircraft cable through 

gripper and exit hole on top.  

Screw gripper into toggle.

Depress gripper nozzle to  

release/adjust cable.

Toggle

Gripper
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WARNING: Disconnect main power at the source prior to installation! Only qualified electricians should install Delray Lighting products.

CAUTION: Insert joiner into center slot only. 
Inserting the joiner into upper or lower LED slots 
will result in damaged and/or broken LEDS.

After making all mounting points 

and setting suspension lengths, 

mate open end to a joiner.

Joiner

Center Slot


